	Name
	Quantity
	Material
	Description

	axle_15_8 
	4
	Aluminum
	Shaft holding the round plates, and sits on the 35x15x11 ball bearing hub

	bar 
	8
	Aluminum
	Bars forming the suspension of the system

	bar_connection
	4
	Aluminum
	Holds the bar 

	center 
	4
	Aluminum
	Center round plate for the five nuts wheel connected to the wheel nuts and the axle_15_8 

	center_hub 
	4
	Aluminum
	Main construction, having the ball bearing hubs and enclosing the sensor

	center_four 
	4
	Aluminum
	Center round plate for the four nuts wheel connected to the wheel nuts and the axle_15_8 

	cf_clamp 
	4
	Aluminum
	Clamp holding the carbon fiber tube on top of the construction.

	cover 
	4
	Aluminum
	Cover for the center_hub 

	encoder_hold 
	4
	Aluminum
	Construction where the sensor (encoder) gets attached on

	hang 
	4
	Whatever
	Construction it goes under the wing of the car

	upper_bracket 
	4
	Aluminum
	Construction holding the center_hub and gets connected to the cf_clamp 

	upper_part1 
	4
	Derlin
	The carbon fiber passes through, and is connected with the bar 

	upper_part2 
	4
	Derlin or aluminum
	Gets to hold the whole system 

	upper_part3 
	4
	Aluminum
	Gets to hold the whole system

	center_assembly 
	None 
	-
	Illustration of the assembly

	ring15_inner 
	4
	Aluminum
	Holds the axle_15_8 in place from the inner side of the center_hub 


